
TECHNICAL DATA

FEATURES

ACM
Panel weight (kg/m2)
Aluminium sheet thickness (mm)
Panel thickness tolerance (mm)
Panel width tolerance (mm)
Panel length tolerance (mm)
Panel diagonal tolerance (mm)
Aluminium sheet thickness  
tolerance (mm)

Paint thickness (micron)
Paint pencil hardness
Paint toughness
Impact strength (kg/cm)
Temperature resistance
Peel strength (180o)
Boiling water resistance

Acid resistance

Alkali resistance

Solvent resistance

Cleaning resistance

3.8
0.30

+/- 0.2
+/- 2
+/- 3
+/- 5

+/- 0.02

20 +/- 2
>HB
3T
50

-50oC to +90oC
>5 Newton/mm

2 hours without change
Immersed surface in 2% HCl for

24 hours without change

Immersed surface in 2% Ca(OH)2

for 24 hours without change

100 times with Dimethylbenzene
without change

Over 100 times without change

2.9

0.30

4.8

0.30

2 mm 3mm 4mm

• Light weight, strong & flat

• Easy to work with. Saw, Cut, Bend, 
Fold, Drill Rout & Print.

• Indoor & outdoor use

• Easy care & maintenance
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Available at:

CLEANING
Clean regularly with mild soapy water then rinse 
off with clean water to maintain optimal aesthetics 
of the panels. It is important not to use abrasive 
alkaline or acidic cleaning products on the panels as 
it may affect the polyester paint. 

STORAGE
The panels should be stored indoors in a dry and 
airy environment, away from direct sunlight, and 
kept horizontally on a flat base. Do not stand on end 
or trample on.

PROTECTIVE FILM
It is advisable that the panels are installed in the 
same direction and the film must be removed 
immediately once they are installed.

RECYCLING
ACM is an environmentally friendly, recyclable 
product. 

PANEL COMPOSITION DETAILS



ACM INFORMATION

ACM aluminium composite panel  
is a material comprising of two 
aluminium outer sheets, sandwiching  
a polyethylene core.
This combination gives the sheets excellent 
structural strength and with it’s pre-finished  
surface makes this innovative panel an ideal 
substrate for so many uses.

ARCHITECTURE
Suspended Ceilings | Wall Linings | Doors 
Office Partitions | Shop Fitting | Bathrooms 
Cool Stores | Privacy screens | Wind diffusers

DISPLAY
Signs | Exhibits | Digital Printing | Screenprinting 
Point of Sale Applications | Light Boxes | Pylon Signs

ACM Diffuser Panel Pylon Sign made from ACM ACM Footpath Sign

ACM Colours

ACM routered & bent for real estate signs

ACM Sign with Lasered Acrylic

ACM Footpath Blade Routered

TRANSPORT / INDUSTRY
Truck and Trailer Sides | Covers | Caravans 
Bus Linings | Marine & Rail | Covered Road Trailers 
Horse Floats | Motor Homes 

CEBELIO ROUTING SERVICE


