
PE100 
Polyethylene 100

Description

Basic info

Uses 

Tanks
Vessels
Wastewater parts 
Pipe fittings
Automotive industry
Livestock farming and agriculture industry

PE100 is used widely for both indoor and outdoor
uses. Common applications include:

High chemical resistance

Exceptional weld strength
 

High strength and rigidity
 Superior acid resistance

Weatherproof with exceptional UV stability
 Superior, long term material strength

 

sales@cebelio.co.nz

PE100 is an extremely versatile material, but it is
particularly well suited to the construction of
tanks and vessels. It has high heat stability, is
UV-stabilised and has a high level of chemical
resistance.

Like most Polyethylene's, PE100 has outstanding
processing parameters and improved
environmental stress cracking resistance – up to
100 times better than standard HDPE sheets



PE100 Data 

Availability 

Technical Properties

Contact

sales@cebelio.co.nz

Cebelio LTD
22 Tanner Street
Woolston
Christchurch
New Zealand

PO BOX 9316
Tower Junction
Christchurch
New Zealand
8024

Physical

Postal

*The results of this Datasheet are just for information or comparison purposes only and should be used as a guide.
This information is believed to be accurate. It is intended for professional end-users who have the skills required to

evaluate and use the data properly. Cebelio Holdings LTD. does not guarantee the accuracy of the data and assumes
no liability in connection with damages incurred while using it.

 


