Cebelio

Polycarbonate

Standard Sheet

Polycarbonate is a remarkably high impact
plastic that is virtually unbreakable.

Being 40% more thermally efficient than glass
and up to 30 times the impact strength of acrylic.
Extruded PC sheets have a wide range of uses
from residential to industrial applications.

Polycarbonate is used widely for both indoor and
outdoor uses. Common applications include:

e Machine Guards

e Food Sector Applications

e Forestry Machinery

e Personal Protection Shields

Excellent weather resistance

Extreme impact strength

Lightweight
Resistant to a wide range of temperatures
Easy to cut, drill and install

Able to withstand a wide range of chemicals
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Polycarbonate Data

Availability

Gauge Finish Sheet size (mm})
(mm]
1.00 Opal 2440 x 1220
1.00 Clear 2440 x 1220
1.50 Clear 2440 x 1220
2.00 Clear 2440 x 1220
2440 x 1880
3.00 Clear 2440 x 1220
3050 x 2030
4.50 Clear 2440 %1220
2440 x 1880
6.00 Clear 2440 x 1220
2440 % 1830
10.00 Clear 24400 x 1220
2440 x 18380
3050 x 2030
12.00 Clear 24400x 1220

Cebelio carries a large range of acrylic however, we are able to source a
wide range of colours, thicknesses and finishes by request.

*The results of this Datasheet are just for information or comparison purposes only and should be used as a
guide. This information is believed to be accurate. It is intended for professional end-users who have the skills
required to evaluate and use the data properly. Cebelio Holdings LTD. does not guarantee the accuracy of the

data and assumes no liability in connection with damages incurred while using it.
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Contact
Physical
. . Cebelio LTD
Technical Properties 22 Tanner Street

Woolston
Christchurch
New Zealand

Physical Units Polycarbonate Sheet

Specific Gravity/Relative Density Gfcm? 1.2

D752 Postal

Mechanical Units Polycarbonate Sheet PO BOX 9316
Tower Junction

Water Absorption D570 ( at 23°) % 0.35 Christchurch

Tensile Strength at yield D638M N/mm? }65/- New Zealand

Elongation at break D638M % 1 =50 8024

Medulus of elasticity D638 N/mm? 12300

Izod Impact {notched) D256 ki/m?; 1/m 19:90

Impact Strength kl/m? Mo break

Minimum Service Temperature °C -60

Flammability D2863 (ASTM “Oxygen Index") % 26

Melting Point °C °C 150

Tensile stress at yield/tensile strength at break | N/mm? 1 B5/-

DE3EM

Electrical Properties at 23°C Dielectric strength | kV/mm 128

D145



